HUSQVARNA 701 IGNITION LOCK SET ELIMINATOR KIT
PART#: ILSE-701-1

PARTS LIST
☐
☐
☐
☐

ICES-701-1: Ignition cover with Eliminator switch
ESGW-701-1: Ground wire with ground ring
ESTP-701-1: Tree plug
ESBC-701-1: Emergency Bypass Connector

PREPERATION AND TOOLS
☐
☐
☐
☐

Wash and clean your motorcycle.
Layout the kits contents and verify them with above parts list. [P16]
¼” 8mm sockets (long & short), ¼ ratchet, ¼” extension. T-30 driver.
Paper shop towels, Contact cleaner, Silicone grease.

SOLUTIONS YOU NEED

STEP 1: MOTORCYCLE COMPONAINT REMOVAL
☐
☐
☐
☐
☐
☐

Remove the seat.
Remove the ignition lock set cover. [P1]
Remove the air box inlet snorkel. [P1]
Remove both the left and right side spoilers. Tip:(M5x12 long screws go in the front)
Remove the two voltage regulator mounting bolts. Lay the regulator to the side. [P2]
Remove the front screws and air box bolts on both the left and right hand side frame guards. You may need
to remove the tool box before removing the left frame guard. [P3] Tip:(Fold the frame guard up and back
and hold it in place with the frame bolt spar). [P4]
☐ Remove the left and right side top radiator mounting bolts and push the radiator forward. [P5]
☐ Remove the two coolant reservoir mounting bolts and push the reservoir down and forward. [P6] Tip:(Use a
telescopic magnet tool to reach and remove the loosened bolts).
☐ Wipe down and clean the frame cavity and ignition lock set assembly.

STEP 2: REMOVING THE INGITION LOCK SET ASSEMBLY
☐ Locate and remove the two frame mounting bolts on each side of the ignition lock set. [P7]
☐ Remove the ignition lock set assembly by pulling it out horizontally and away from the frame. Then, turn and
rotate the lock assembly up and out through the upper frame tubes to remove it. [P9] ATENTION: retain the
O-ring that is between the ignition lock set assembly and the frame. (10x2 silicone O-ring) [P8]
☐ Locate the ignition lock set wire harness connector and disconnect it from the main wire harness. [P10]
☐ If the main wire harness connector terminals are dirty, clean them with contact cleaner.

STEP 3: INSTALING THE ELIMINATOR KIT
☐ Use the existing ignition lock O-Ring [P8] and the tree plug (ESTP-701-1) provided and insert the tree plug
with the O-ring into the hole on the frame neck tube. [P11] Tip:(Place the O-ring onto the tree plug before
inserting into the hole).
☐ Use one of the removed ignition lock set bolts, (M6x13) [P7] and run it through the ground ring on the black
ground wire (ESGW-701-1). Insert the bolt with the ground wire into the right hand bolt hole on the neck
tube. Insert the remaining bolt into the left bolt hole. Tighten both bolts to approximately 11Nm, (8 ft lbf or
96 in lbf) DO NOT OVER TIGHTEN. [P12]
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STEP 3: INSTALING THE ELIMINATOR KIT (CONT.)
☐ Connect the eliminator kit wire connector to the main wire harness connector.
This is the same wire connector the ignition lock set was connected to.
Connect the eliminator kit ground wire connectors. This is the single black
wire connectors. [P13]

STEP 4: RE ASSEMBLE
☐ Reverse the steps in STEP 1. Tip:(Use silicone grease on the quick
fasteners for easy installation).

SOLUTIONS YOU NEED

TESTING
☐ START: [P14] Press down on the center of the switch. It should indent and the
blue halo light will glow. Power should be available to your motorcycle.
STOP: Push down on the center of the ignition switch to release the switch.
The center of the switch should pop back up flush and the power, halo light
and the motorcycle should turn off.

EMERGENY BYPASS CONNECTOR (SWITCH FAILURE)
☐ In the case of a switch failure, expose and disconnect the eliminator switch connection. [P13] Connect the
supplied emergency bypass connector. Your motorcycle will be powered on until the connector is
removed. Tip:(Keep the Emergency Bypass Connector (ESBC-701-1) with you or on the bike at all times.
You may want to zip tie it to the main wire harness connector). [P15]
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PICTURES

SOLUTIONS YOU NEED

[P1] STEP #1:

[P2] STEP #1:

[P3] STEP #1:

[P4] STEP #1:

[P5] STEP #1:

[P6] STEP #1:

[P7] STEP #2:

[P8] STEP #2:
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PICTURES (CONT.)

SOLUTIONS YOOU NEED

[P9] STEP #2:

[P10] STEP #2:

[P11] STEP #3:

[P12] STEP #3:

[P13] STEP #3:

[P14] TEST:

[P15] EMERGENCY BYPASS:

[P16] PARTS:
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